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S upported Device/F ootprints
T hese adapters  accepts  52 pin P LC C  devices  and plugs  into 52
pin P LC C  production sockets . T est points  are provided near the
edges  of the circuit board.

S ocket P lug
Mfgr Device P ackage Device P ackage
Many 52 pin P LC C 52 pin P LC C

Adapter Dimensions

P A52-P P

P A52-P ZP

Adapter C ons truction
T he adapter is  made up of 2 sub-assemblies . T hey assemble via
connectors  making the adapter modular. T his  way the s ub-
assemblies  can be replaced when they wear out.

When disassembling the adapter take care not to bend the pins .
When reassembling the adapter note the pin 1 indicators  to align
the parts  correctly.

T he adapters  described by this  datasheet and their sub-
assemblies  are:

A dapter T es t S oc ket B oard
P A52-P P 52-307 52-P P
P A52-P ZP 52-411 52-P ZP

T es t S oc ket
L S C  # S tyle Mfgr/P n
52-307 Auto-E ject Y amaichi IC 120-0524-307
52-411 Lidded ZIF Y amaichi IC 51-0524-411

T es t P oints
T hese adapters  offer T est P oints . T he T est P oints  are rows of
plated-thru-holes  (P T H) along the 4 edges  of the adapter.

G rabbers  may be used to hook onto the holes .

Alternately, 0.050” pitch 13 pin s trips  can be soldered into the
holes  and connections  made to the s trip’s  pins . R ight angle
strips  should be cons idered for eas ier access  to the pins .

Adapter W iring
T his  adapter is  wired 1 to 1. P in 1 of the socket is  connected to
pin 1 of the plug. P in 2 to pin 2 and so on around the adapter.

P A52-P (Z)P  Data S heet
52 pin P LC C  socket/52 pin P LC C  plug

www.adapt-plus.com

dapters-Plus

115 V ictoria S treet
Tracy, C a 95376
209-830-0200
WWW.ADAP T-P LUS .C OM


