
NO. OF 
  PINS

M N

-020
-028

-032

-044
-052

-068
-084

(8.26).325 (8.26).325
(10.80).425 (10.80).425
(13.34).525 (10.80).425

(15.88).625 (15.88).625
(18.42).725 (18.42).725

(23.50).925 (23.50).925

(28.58).1.125 (28.58).1.125

FEATURES:

Footprint compatible with most common 
packages.  Unique PLCC series contact 
design has a "slotted tail" for added adhesion 
of solder paste, and supperior solder joint 
strength.

NO.OF
 PINS

A B C D

-020

-028
-032
-044
-052
-068
-084

.600(15.24) .600(15.24) .370(9.40) .370(9.40)

.700(17.78)
.700(17.78)

.800(20.32)
.470(11.94)

.470(11.94)

.570(14.48)
.900(22.86) .900(22.86) .670(17.02) .670(17.02)
1.00(25.40) 1.00(25.40) .770(19.56) .770(19.56)
1.200(30.48) 1.200(30.48) .970(24.64) .970(24.64)
1.400(35.56) 1.400(35.56) 1.170(29.72) 1.170(29.72)

A

B

C

D

(1.52)
.060

(.64)
.025
DIA

(1.78)
.070(5.08)

.200

(1.27)
.050

(.51)
.020

(4.11)
.162

(1.27)
.050

(3.81)
.150
TYP(1.27)

.050
(3.81)

.150 TYP

(0.51)
.020

TYP(4)
(1.78)
.070
DIA

TYP(2)

N

M

(1.78)
.070

(.076)
.030

PRODUCTION PLCC SOCKETS
SURFACE MOUNT
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